
  Dimensions 
(mm (in)) 

EtherCAT 
version with 
vertical power 
connector (No 
heatsink) 

 

 

49.4 x 32.4 x 
36.3 mm (1.95" 
x 1.28" x 1.43") 



  Dimensions 
(mm (in)) 

EtherCAT 
version with 
horizontal 
power 
connector 
(No heatsink) 

 

 

49.2 x 32.4 x 
26.8 mm (1.94" 
x 1.28" x 1.06") 



  Dimensions 
(mm (in)) 

EtherCAT 
version with 
wires to power 
supply and 
motor 
(No heatsink) 

 

 

47.6 x 32.4 x 
24.0 mm (1.87" 
x 1.28" x 0.95") 



  Dimensions 
(mm (in)) 

EtherCAT 
version with 
wires to power 
supply and 
motor) with 
heatsink( 

 

 

47.6 x 41.3 x 

28.0 mm (1.87" 

x 1.63" x 1.10") 

 



  Dimensions 
(mm (in)) 

EtherCAT 

version with 

horizontal 

power 

connector )

with heatsink( 

 

 

49.2 x 41.3 x 
30.8 mm (1.94" 
x 1.63" x 1.21") 



  Dimensions 
(mm (in)) 

EtherCAT 
version with 
vertical power 
connector   (wit
h heatsink) 

 

 

49.4 x 41.3 x 
40.3 mm (1.95" 
x 1.63" x 1.59") 



  Dimensions 
(mm (in)) 

Safe IO –

EtherCAT 

version with 

wires to power 

supply and 

motor (No 

heatsink) 

 

 

47.4 x 37.9 x 
24.8 mm (1.87" 
x 1.49" x 0.98") 



  Dimensions 
(mm (in)) 

Safe IO –

EtherCAT 

version with 

horizontal 

power 

connector 

(No heatsink) 

 

 

47.4 x 37.9 x 
26.8 mm (1.87" 
x 1.49" x 1.06") 



  Dimensions 
(mm (in)) 

Safe IO –

EtherCAT 

version with 

wires to power 

supply and 

motor (With 

heatsink) 

 

 

47.4 x 41.3 x 
29.0 mm (1.87" 
x 1.63" x 1.14") 



  Dimensions 
(mm (in)) 

Safe IO –
EtherCAT 
version with 
horizontal 
power 
connector 
(With heatsink) 
 

 

 

47.4 x 37.9 x 
27.4 mm (1.87" 
x 1.49" x 1.08") 

 


